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Materials free of toxic 
substances in accordance
with current environmental 
legislation.

Rounded band edges 
which prevent cutting 
or damage to the
hose.

All clamps and clamps are 
marked with the clamping 
range and the Mikalor logo.

Wide variety of models which 
cover many applications.

In order to decide which 
ear clamp to use, add 
1 mm to the OD (outer 
diameter) of the tube or 
hose to be clamped.

Two Ear Clamp

 

 



Two Ear Clamp  

TÜV NORD CERT
GmbH

TÜV NORD CERT
GmbH
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Part nº 
W4

23012108
23012116
23012124
23012298
23012132
23012140
23012159
23012167
23012175
23012183
23012191
23012204

Part nº 
W1 

03012101
03012110
03012128
03012099
03012136
03012144
03012152
03012160
03012179
03012187
03012195
03012208
03012216
03012224
03012232
03012240
03012259
03012267
03012275
03012283

Application Ø 
Ø A 

7,3
9,3
11,3
12,3
13,3
15,3
17,5
18,5
20,5
21,5
23,5
25,5
27,5
28,5
31,5
34,5
37,5
40,5
43,5
46,5

B 

4,3
4,8
5,3
5,5
5,8
6,3
6,6
7,0
7,6
7,9
8,5
9,1
9,4
10,0
10,6
11,0
11,5
12,0
12,5
13,0

C 
6,0
6,0
6,5
6,5
6,5
7,0
7,0
7,5
7,5
8,0
8,0
8,5
8,5
9,0
9,0
9,5
9,5
10,0
10,0
10,5

D 
11,0
13,5
17,0
18,0
19,0
21,5
24,0
25,0
27,0
28,0
31,0
33,0
35,0
36,0
39,0
42,0
46,0
49,0
53,0
56,0

E 

0,6
0,8
0,8
0,9/0,8
0,9/0,8
1,0
1,1/1,0
1,1/1,0
1,1/1,0
1,1/1,0
1,1/1,0
1,3/1,2
1,3
1,3
1,3
1,3
1,5
1,5
1,5
1,5

mm inches

W1 
Band: St4 steel (DIN1624)     
Finish: Silver-white Cr3 zinc-plated  

W4 
Band: Stainless steel (AISI-304) (A2)
Finish: 100% Stainless steel  

   

Material speci�cation:

3/16- 9/32

9/32- 11/32

11/32- 7/16

13/32- 15/32

7/16- 17/32

17/32- 19/32

9/16- 11/16

19/32- 23/32

11/16- 25/32

3/4- 27/32

11/16- 29/32

7/8- 2/2

29/32- 1-1/16

  2/2- 1-3/32

1-3/32- 1-7/32

1-7/32- 1-11/32

1-11/32- 1-15/32

1-15/32- 1-19/32

1-19/32- 1-11/16

1-11/16- 1-13/16

5-7
7-9
9-11

10-12
11-13
13-15
14-17
15-18
17-20
18-21
20-23
22-25
23-27
25-28
28-31
31-34
34-37
37-40
40-43
43-46

mm


